


Here is the procedure of how to reset the password 

on the keypad:  

 

1. Take out the batteries from the unit. 

2.  Open up the back cover (where you can change 

the DIP switch setting). 

3. You should see a jumper (marked 1 2 3) with a 

connector placed in horizontal position, move the 

connector from left 2 posts (1-2) to the right 2 posts 

(2-3). 

4. Apply the batteries to the unit again. 

5. Press [7654#] on the keypad, it should have 2 

beeps to confirm. ***  Note:  This step must be done  

Within one second or less or it won’t accept the 

change.  If you didn’t get the 2 beeps, start over.  

6. Then remove the connector back to the original 

position.  

7. Wait for 2 hours and do not touch the keypad. After 

2 hours, the password will be back to 0000.  

 

Note: When you place the connector to the right 

posts, this will consume higher current, so only leave 

this jumper at the right posts for the min. time. If you 

leave the connector here for long enough time, it will 

drain the battery. Be careful.  

 

 

 

 

 

 



 

 

Keypad Operation: 

1.    To operate the keypad, enter the current PIN, 

(default set at 0 0 0 0), press #. If confirmed, the 

keypad will emit 3 beeps. 

2.    To change your PIN in the keypad. Enter the 

current PIN, (default set at 0 0 0 0), press * , enter 

new 4 digit PIN, press * , enter new PIN again, 

press *. For example, If you are changing the PIN 

number from 0 0 0 0 to 1 2 3 4, enter the following 

sequence, 0 0 0 0, * 1 2 3 4, * 1 2 3 4, * . If 

confirmed, the backlit LED flashes and the keypad 

emits a long beep. 
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